
24Proposed Viewpoint  05. Year 1



25Proposed Viewpoint  05. Year 15



26Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 6: Footpath near Manor Farm

Photo ref: 			   1285	

Location: 			   51.297013, -1.126653

Heading:	  		  SE / 141°

AOD (Ref:OS/Defra):		 108.08 m

~Distance to site:	 	 225 m

Time: 				   16:11:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  1



28Existing Viewpoint 06



29Proposed Viewpoint  06. Year 1



30Proposed Viewpoint  06. Year 15



31Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 7: Footpath off Basingstoke Road

Photo ref: 			   1395	

Location: 			   51.296402, -1.142022

Heading:	  		  E / 75°

AOD (Ref:OS/Defra):		 131.2 m

~Distance to site:	 	 300 m

Time: 				   17:34:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  3



33Existing Viewpoint 07



34Proposed Viewpoint  07. Year 1



35Proposed Viewpoint  07. Year 15



36Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 8: Rookery Farm Lane adjacent to Manor Farm

Photo ref: 			   1119	

Location: 			   51.297639, -1.129946

Heading:	  		  W / 257°

AOD (Ref:OS/Defra):		 105.8 m

~Distance to site:	 	 125 m

Time: 				   14:34:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  3



38Existing Viewpoint 08



39Proposed Viewpoint  08. Year 1



40Proposed Viewpoint  08. Year 15



41Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 9: Trackway near Rookery Farm

Photo ref: 			   1339	

Location: 			   51.300971, -1.131780

Heading:	  		  S / 167°

AOD (Ref:OS/Defra):		 95.9 m

~Distance to site:	 	 450 m

Time: 				   17:03:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  1



43Existing Viewpoint 09



44Proposed Viewpoint  09. Year 1



45Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 10: Footpath near Monk Sherborne Road

Photo ref: 			   1179	

Location: 			   51.301046, -1.116581

Heading:	  		  SW / 233°

AOD (Ref:OS/Defra):		 94.5 m

~Distance to site:	 	 850 m

Time: 				   15:07:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  1



47Existing Viewpoint 10



48Proposed Viewpoint  10. Year 1



49Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 11: All Saints Church

Photo ref: 			   1142	

Location: 			   51.298202, -1.128994

Heading:	  		  W / 264°

AOD (Ref:OS/Defra):		 103.6 m

~Distance to site:	 	 235 m

Time: 				   14:42:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  3



51Existing Viewpoint 11



52Proposed Viewpoint  11. Year 1



53Proposed Viewpoint  11. Year 15



54Wide angle view
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Stokes Lane Solar Farm

VIEWPOINT PANORAMA

VIEW 12: Footpath off Kingsclere Road, A339

Photo ref: 			   1078	

Location: 			   51.291873, -1.157616

Heading:	  		  E / 81°

AOD (Ref:OS/Defra):		 167.9 m

~Distance to site:	 	 1450 m

Time: 				   13:40:00	

Date: 				   24/02/2026

Focal length:			  50mm

AVR Type 4/Level:		  1



56Existing Viewpoint 12



57Proposed Viewpoint  12. Year 1



58Wide angle view
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AVR / Verified Views
Methodology

OVERVIEW

OceanAVR uses a methodology that is compliant with relevant  
sections of: The Landscape Institute Advice Note 06/19 (Visual  
Representation of Development Proposals).

Digital photographs are taken from the agreed locations.

An adequate number of visible features are subsequently  
surveyed, in relation to the location of each camera position.

A development 3D computer model is imported to correct  
geographical co-ordinates.

Virtual cameras are created within the computer model. These 
are matched to simulate the sensor, exposure settings and lens 
properties of the real-world camera.

The real-world camera positions are simulated and aligned with 
the 3D computer model by combining the laser survey with GPS/
GNSS, Lidar & OS data.

The virtual cameras are then used to render views of the model.
These rendered views are then blended with the corresponding 
photography.

PHOTOGRAPHY 
For each agreed photoviewpoint location, photographs are taken with a digital SLR camera.  
The camera is digitally levelled horizontally and laterally.  
The camera is set on the tripod, fixing the lens at a height of 1.6m above ground. 

CAMERA POSITION SURVEY
Exact data corresponding to relative horizontal and vertical distance is recorded for the 
various reference points visible within the photograph and GPS/GNSS location data is gathered.
Reference photographs of the camera in-situ are taken at each camera location. A handheld 
3D Lidar scan is also created at each viewpoint location to capture the camera 
within its immediate surrounding context.

THE PROPOSED DEVELOPMENT 
A development 3D computer model is produced by OceanAVR using CAD information provided by the project architect. Alternatively the 3D model is supplied to  
OeanAVR by the project architect.  

A 3D computer model of the wider area including existing levels and built features is created using digital OS resources combined with the on-site laser survey.  
Alternatively this can be supplied by 3rd party, (eg; City Vision Networks, ZMapping) created using stereo satellite photography.

ALIGNING THE MODEL AND THE PHOTOGRAPH  
The collected survey reference point and camera location data is imported into the 3D software.

Using the EXIF data recorded with each photograph, the virtual camera and lens settings are matched with the physical camera and lens. 

Two images for each camera location are then rendered; one showing the proposal in isolation, the other showing the reference point information which is then  
checked against the photograph to check accuracy. 

Using a photo editing package, namely Adobe Photoshop CSS, the photography, rendered survey reference points and proposed development are aligned. 

OCCLUSION AND PERCEPTION OF THE PROPOSED VIEW 

Level O - Shows mass and position within the context of the photograph 
Level 1 - Shows mass, position and visibility 
Level 2 - Shows mass, position, visibility and architectural detail 
Level 3 - Shows mass, position, visibility, architectural form, photo-realistic materials and daylight

Applicable to Level 2 and Level 3 images 
With the rendered proposals aligned to the photography, a mask is applied to hide aspects of the proposed development that would be occluded by existing features. 

Applicable to Level 3 images
Within the limits of current technology and available data, techniques and experienced judgement are  employed by the visualiser to manipulate the rendered image so  
that it appears as photoreralistic as possible.

  Equipment Used for Photography 

  •   Canon EOS-5D Mark III DSLR full-frame camera
  •   Canon EF 50mm 1:1.2 L USM fixed lens
  •   Canon EF 24mm f/1.4L II USM fixed lens
  •   Manfrotto 190 Go carbon Tripod/Manfrotto MHXPRO-3WG Head

  Survey Equipment  
  •   Global Positioning System (GPS) Canon GP-E2 camera-mounted
  •   Leica Disto D810 / Leica Zeno 20 / Leica Disto s910
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Appendix 4: Illustrative Viewpoint Photography 
provided by Ocean CGI
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Viewpoint B - Adjacent to PRoW at Weybrook Golf Club – scoping view 2a, looking west 

 

Viewpoint C - PRoW Stokes Lane – scoping view 3a looking south  
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Viewpoint D - Western boundary, to the east side of a PRoW (which lies to the west of a wooded boundary), looking east  

 

Viewpoint E - Monk Sherborne Road, east of Memorial, Salters Heath Road, Monk Sherborne -scoping view B, looking south from field access  
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Viewpoint F - Basingstoke road south of Field Barn Farm - scoping view C looking north 

 

Viewpoint G - Rookery Farm Lane looking east   
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